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Issue 
 

Older style Loop Forming Dies used Pivot Screws that were prone to the thread of 
the screw bending or snapping off, if the machine parts and settings were not well 
maintained, resulting in wire jams.  Sometimes the snapped off screw threads could 
not be removed from the curling die, and the die would have to be replaced.  These 
breakages greatly reduced the life of the dies, and damaged other parts as well. 
 

A direct-fit replacement Loop Forming Die using a Pivot Pin is available. 
 

It has been such a resounding success, that it has made die pivot screws obsolete, 
and broken die pivot screws a thing of the past. 
 

The newer style can be used in any Bail-O-Matic machine that used the older style. 
 
Recommendation 
 

Order Newer Style Curling Dies & Die Pivot Pins 
 

100243-01 Wire Loop Forming Die RH          (Replaces #100243 that used #00553 pivot screw.) 

100244-01 Wire Loop Forming Die LH          (Replaces #100244 that used #00553 pivot screw.) 

100973 Pin Die Pivot            (Replaces # 00553 Screw Die Pivot.) 
 

 

    
 

    Newer Design   Obsolete 
 

   
 
 
 
 

 

 

100243-01   Die - LH 
100244-01   Die - RH 
100973        Pivot Pin 

100243   Die - LH 
100244   Die - RH 
  00553   Pivot Screw 
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Note: Both designs can be used in mainplates with or without replaceable die pivot pockets. 
 
 
 

 
 
 
 
 
  


